
Dust and water protection

APPLICATION

Dome Plugs close and seal cable glands which are not yet equipped
with cables.

PRODUCT DETAILS

Material PA6 (Polyamide 6)

Color black

Impact resistant yes

Temp. permanent min./max. [°C] -20 °C / +100 °C

Temp. temporarily min./max. [°C] -30 °C / +150 °C

Flame retardant acc. to UL 94 V-2

Oil resistance yes

Chemical resistance yes

UV resistance yes

P: Plug outer diameter

PL: Plug length

D: Outer diameter

H: Height

CR: Clamping range

Sealings - Dome Plugs - Polyamid

INDULINK® LOCK Dome Plugs ST PA6

Dome Plugs

DESIGN

MECHANICAL & DYNAMIC PROPERTIES

THERMAL PROPERTIES

PROPERTIES IN CASE OF FIRE

CHEMICAL RESISTANCE & OTHER PROPERTIES

ITEM OVERVIEW

Item no. 

[TKD]

OEM Ref. no. Outer-Ø 

[mm] P

Length 

[mm] PL

Outer-Ø 

[mm] D

H 

[mm]

CR min. 

[mm]

CR max. 

[mm]

PU 

[pcs]

T40000389 BDP-09-22 6,4 12,0 9,2 4,0 3,0 6,5 100

T40000390 BDP-11-22 8,0 13,7 10,5 4,7 4,0 8,0 100

T40000391 BDP-13-22 9,7 9,0 13,3 5,3 5,0 10,0 100

T40000392 BDP-13-22S 9,7 15,0 13,3 5,7 5,0 10,0 100

T40000393 BDP-16-22 12,0 13,0 15,8 8,0 6,0 12,0 100

T40000394 BDP-18-21 11,0 13,5 18,0 8,5 7,0 12,0 50

T40000395 BDP-18-22 13,6 13,5 18,0 8,7 10,0 14,0 50

T40000396 BDP-22-21 14,0 14,0 22,0 9,5 11,0 15,0 50

T40000397 BDP-22-22 17,8 14,0 22,0 10,0 13,0 18,0 50

T40000398 BDP-24-22 20,4 15,5 24,1 9,2 15,0 21,0 10

T40000399 BDP-32-22 27,3 15,8 31,5 9,2 19,0 28,0 10

T40000400 BDP-52-22 44,2 22,5 51,0 16,0 34,0 44,0 10
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