
75 Ohm, shielded, blue, direct burial

APPLICATION

as connecting cable for the internal and external wiring of filling-
station pumps, petrol station systems, data collection systems and in
such areas where an increased oil- and petrol resistance is
demanded or regulated by law. Also suitable for laying directly in the
ground.

SPECIAL FEATURES

free from lacquer damaging substances and silicone (during
production)

PRODUCT DETAILS

Conductor material 0,584 mm copperweld

Core insulation dielectric: solid PE

Overall shield outer conductor: bare copper braid

Outer sheath material PVC, oil and petrol resistant

Sheath colour blue

Capacity ca. 67 pF/m

Characteristic impedance 75 Ω ± 3 Ω

Attenuation 1 MHz = max. 1,2 dB/100 m; 10 MHz = max. 3,3 dB/100 m

Conversion factor 0,66

Min. bending radius fixed 30 mm

Operat. temp. fixed min./max. [°C] -20 °C / +70 °C

Coaxial cables, fuel resistant

KOAX - RG 59 blau

DESIGN

ELECTRICAL PROPERTIES

MECHANICAL & DYNAMIC PROPERTIES

THERMAL PROPERTIES

ITEM OVERVIEW

Item no. 
[TKD]

Dimension Outer-Ø 
[mm]

Cu Index 
[kg/km]

Weight 
[kg/km]

2000282 1 X Coax 75 Ohm 5,9 - 6,1 25,0 61,0
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