
Fire class. UL 94 HB

-40°C up to +140°C

APPLICATION

Corrugated conduit systems made of high-quality polyamide protect
cables from mechanical damage, environmental influences and
electrical short circuits. They are used in mechanical and plant
engineering and facilitate installation and maintenance, organize
cable harnesses and extend the service life of cables, which increases
operational safety and reduces maintenance costs.

Our high-quality polyamide also offers protection against moisture,
dust, abrasion and chemical influences, similar to our divisible
protective conduits.

SPECIAL FEATURES

-40°C to 140°C continuous operating temperature
160°C at short-term operating temperature
Flame class UL 94 HB
Non-flame-spreading in accordance with IEC EN 61386
Type B flammability according to FMVSS 302
Good flexural fatigue strength
High impact resistance
Halogen and phosphorus-free in accordance with EN 53474
UL recognized according to UL 1696
ADR approval

REMARKS

High-quality polyamide 6 with special heat stabilizer
RoHS compliant
UL approval
Flame retardant HB according to UL94
ADR approval (dangerous goods transportation GGVS)
Very good mechanical properties
Very good resistance to weathering (UV radiation and moisture)
Resistant to common solvents, diluted alkalis, fuels, alcohols,
mineral oils and technical greases

PRODUCT DETAILS

Material PA6 MOD (Polyamide 6 modified)

Profile Fine profile, Coarse profile

Color black, grey

Temp. permanent min./max. [°C] -40 °C / +140 °C

Temp. temporarily min./max. [°C] +160 °C

Flame retardant acc. to IEC EN 61386, UL94, FMVSS 302

Halogen-free acc. to DIN 53474

Oil resistance Very good against mineral oils

UV resistance Very good at weathering with UV radiation and moisture

Approvals UL recognized, ADR

Standard corrugated conduits - Polyamide

INDULINK® GUARD C-CC ST PA6 MOD-UW
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Standard corrugated conduits - Polyamide

INDULINK® GUARD C-CC ST PA6 MOD-UW

ITEM OVERVIEW

Item no. 

[TKD]

OEM - Ref. no. Nominal width 

[mm] NW

Inner-Ø 

[mm] ID

Outer-Ø 

[mm] D

PU 

[m]

T40000417 UW-PAH 7,5 sw. 7,5 6,7 10,0 50

T40000418 UW-PAH 10 sw. 10,0 9,9 13,0 50

T40000419 UW-PAH 12 sw. 12,0 12,2 15,7 50

T40000420 UW-PAH 17 sw. 17,0 16,6 21,2 50

T40000421 UW-PAH 23 sw. 23,0 23,5 28,3 50

T40000422 UW-PAH 29 sw. 29,0 29,0 34,5 25

T40000423 UW-PAH 37 sw. 37,0 36,0 42,2 25

T40000424 UW-PAH 50 sw. 50,0 47,7 54,5 25
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fineprofile, black
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