
for drag chain applications, high requirements
0,6/1kV, shielded, UL/CSA, acc. MC800PLUS

APPLICATION

shielded, low capacity One Cable Technolgy (OCT) cable for drag
chain applications in electrical drive technology, as a connection
cable servo controller and motor, in assembly and insertion
machines, especially for the wet area of transfer lines or machine
tools.

SPECIAL FEATURES

Largely resistant to greases, cooling liquids and lubricants
oil-resistant VDE 0473-811-404, UL 1581, IEC 60811-404, silicone-free
(during production)
UV-resistant, halogen-free, abrasion-resistant, pressure extruded,
low adhesion, matt, uniform, round
flame retardant acc. to IEC 60332-1-2, FT1, VW-1
SEW EURODRIVE MOVILINK DDI: 100 +/- 10 Ω, 50 pF/m
Siemens SINAMICS S210: 100 +/- 10 Ω, 50 pF/m
Bosch rexroth IndraDrive: 100 +/- 10 Ω, 50 pF/m
ctrlX DRIVE: 100 +/- 10 Ω, 50 pF/m

REMARKS

RoHS compliant
Compliant with 2014/35/EU Directive (''Low Voltage Directive'') CE
Special versions, other dimensions, cross-sections, wire and
sheath colors are available on request

PRODUCT DETAILS

Conductor material bare copper strand

Conductor class acc. to IEC 60228 cl. 6 col. 4

Core insulation PELON®2

Core identification acc. to the specification of the drive manufacturer

Element shielding signal pair/control pair: each pair shielded with tinned copper braid, optic. cover. appr.
85%

Overall stranding cores & elements stranded together

Overall shield copper braid tinned, cover. appr. 85%

Outer sheath material PUR

Sheath colour orange, RAL 2003

Rated voltage AC IEC power- & control cores: IEC: 0,6/1kV; UL/CSA: 1kV; signal pair: max. 300V

Testing voltage power- & control cores: 4 kV, signal pair: 1 kV

Conductor resistance at +20 °C acc. to IEC 60228 cl. 6

Insulation resistance at +20 °C ≥ 20 MΩ x km

Current carrying capacity acc. to DIN VDE

Characteristic impedance Signal pair: approx. 100 Ohm or 110 Ohm

Cables for servo-drives

KAWEFLEX® 5288 OCT SK-C-PUR UL/CSA 0.6/1 kV
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Cables for servo-drives

KAWEFLEX® 5288 OCT SK-C-PUR UL/CSA 0.6/1 kV

Min. bending radius fixed 5 x d

Min. bending radius moved 7,5 x d < 10m TL | 10 x d ≥ 10m TL

Traverse length (m) - drag chain max. 15 m (TL)

Traverse speed (m/s) - drag chain self-supporting: max. 5 m/s

Acceleration (m/s²) - drag chain max. 50 m/s²

Bending cycles (mln) up to 10 mln

Operat. temp. fixed min./max. [°C] -40°C / +90°C

Operat. temp. moved min/max [°C] -30 °C / +90 °C

Halogen-free acc. to IEC 60754-1

Burning behavior flame-retardant acc. to IEC 60332-1-2, FT1, VW-1

Approvals UL/CSA - cURus 1.000V, 90°C

MECHANICAL & DYNAMIC PROPERTIES

THERMAL PROPERTIES

PROPERTIES IN CASE OF FIRE

STANDARDS & APPROVALS

ITEM OVERVIEW

Item no. 
[TKD]

OEM - Ref. no. Dimension Outer-Ø 
[mm]

Cu Index 
[kg/km]

Weight 
[kg/km]

1505734 4 G 0,75 + (2 X 0,34)C + (2 X AWG22/19)C 11,5 110,0 180,0

1505735 4 G 1,0 + (2 X 0,75)C + (2 X AWG22/19)C 12,5 133,0 228,0

1505736 4 G 1,5 + (2 X 1,0)C + (2 X AWG22/19)C 13,2 160,0 289,0

1505737 4 G 2,5 + (2 X 1,0)C + (2 X AWG22/19)C 14,5 215,0 350,0

Item no. 
[TKD]

OEM - Ref. no. Dimension Outer-Ø 
[mm]

Cu Index 
[kg/km]

Weight 
[kg/km]

1505738 28123336 4 G1,5 + 2 X (2 X 1,0)C + HF50-0,9/2,95)C 15,5 178,0 330,0

1505739 28123344 4 G 2,5 + 2 X (2 X1,0)C + HF50-0,9/2,95)C 15,5 243,0 370,0

Item no. 
[TKD]

OEM - Ref. no. Dimension Outer-Ø 
[mm]

Cu Index 
[kg/km]

Weight 
[kg/km]

1505740 6FX8002-8QN04-1 4 G 0,38 + (2 X 0,38)C + (4 X AWG26)C 9,5 77,0 171,0

1505741 6FX8002-8QN08-1 4 G 0,75 + (2 X 0,5)C + (4 X AWG26)C 10,9 110,0 227,0

1505742 6FX8002-8QN11-1 4 G 1,5 + (2 X 1,5)C + (4 X AWG26)C 12,7 169,0 312,0

1505743 6FX8002-8QN21-1 4 G 2,5 + (2 X 1,5)C + (4 X AWG26)C 13,9 228,0 379,0

Item no. 
[TKD]

OEM - Ref. no. Dimension Outer-Ø 
[mm]

Cu Index 
[kg/km]

Weight 
[kg/km]

1505744 5 X 2,5 + (5 X 0,35) + (4 X AWG22)C 15,0 235,0 335,0

Item no. 
[TKD]

OEM - Ref. no. Dimension Outer-Ø 
[mm]

Cu Index 
[kg/km]

Weight 
[kg/km]

1505745 4 G 0,75+(2 X 0,5)C + (4 X AWG24)C 11,8 109,0 241,0

1505750 4 G 1,5 + (2 X 0,75)C + (4 X AWG24)C 13,0 143,0 304,0

Item no. 
[TKD]

OEM - Ref. no. Dimension Outer-Ø 
[mm]

Cu Index 
[kg/km]

Weight 
[kg/km]

1505746 4 G 1,5 + (2 X 0,75)C + (2 X 2 X 0,14 + 2 X 0,25)C 13,0 154,0 308,0

1505747 4 G 4,0 + (2 X1,0)C + (2 X 2 X 0,14 + 2 X 0,25)C 14,2 270,0 527,0
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HIPERFACE DSL

SEW EURODRIVE - MOVILINK DDI

Siemens - SINAMICS 210

Bosch Rexroth - IndraDrive

Bosch Rexroth - ctrlX DRIVE

HEIDENHAIN - EnDAT 2.2
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