
Easy assembly, UV-resistant, IP68
VDE, UL/CSA, DNV-GL

APPLICATION

Polyamide Snap-in cable glands for the protection and securing of
cables and wires in industrial applications such as electrical
installation, mechanical engineering, automotive industry,
telecommunications, renewable energy, chemical, food, and
pharmaceutical industries, as well as household appliances.

SPECIAL FEATURES

High quality strain relief and sealing, reliable performance for
standard industrial applications
Easy disassembly with separate tool

REMARKS

Snap-in assembly for non-threaded holes
For wall thickness 0,5 mm to 4,0 mm
Easy assembly: push cable and turn body clockwise
Up-to-date international approvals

PRODUCT DETAILS

Thread type Without (Click system)

Material PA6 (Polyamide 6)

Color grey, light grey, black

Insert material PA6 (Polyamide 6)

Sealing material CR (Chloroprene rubber)

Strain relief yes

Impact resistant yes

Vibration protection yes

IP protection rating IP66, IP68 - 5 bar, 30 min.

NEMA type rating Typ 12

Temp. permanent min./max. [°C] -20 °C / +100 °C

Temp. temporarily min./max. [°C] -30 °C / +150 °C

Flame retardant acc. to UL 94 V-2

Oil resistance yes

Chemical resistance yes

UV resistance yes

Cable Glands - Polyamid

INDULINK® LOCK Cable Glands - Click PA6

Click - without thread

DESIGN

MECHANICAL & DYNAMIC PROPERTIES

THERMAL PROPERTIES

PROPERTIES IN CASE OF FIRE

CHEMICAL RESISTANCE & OTHER PROPERTIES
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Cable Glands - Polyamid

INDULINK® LOCK Cable Glands - Click PA6

Click - without thread

Standard VDE & DNV-GL: EN 62444; UL: UL514B, UL50E, UL5148§8.26.7; CSA: C22.2 Nr. 18.3-12 &
Nr. 94.2-15

Approvals VDE, DNV-GL, UL/CSA, UL TYPE4X

CR: Clamping range

SL: Snap length

SW 1: Spanner width cap

SW 2: Spanner width body

D: Outer diameter

H: Height

STANDARDS & APPROVALS

ITEM OVERVIEW

Item no. 

[TKD]

OEM - Ref. no. Snap CR min. 

[mm]

CR max. 

[mm]

SL 

[mm]

Hole-Ø 

[mm] min.

Hole-Ø 

[mm] max.

SW 1 

[mm]

SW 2 

[mm]

Outer-Ø 

[mm] D

H 

[mm]

PU 

[pcs]

T40000331 BMOS-01 16,0 5,0 10,0 9,0 16,2 16,4 22,0 22,0 26,5 44,5 50

T40000340 BMOS-02 20,0 6,0 12,0 9,0 20,2 20,4 24,0 24,0 30,3 43,5 50

T40000343 BMOS-EU-02 20,0 7,0 13,0 9,0 20,2 20,4 25,0 25,0 30,3 43,5 50

T40000349 BMOS-EU-03 25,0 11,0 17,0 9,0 25,2 25,4 29,0 29,0 36,3 45,5 25

T40000355 BMOS-EU-04 32,0 15,0 21,0 9,0 32,2 32,4 36,0 36,0 43,2 51,5 25

T40000361 BMOS-EU-05 40,0 19,0 28,0 13,2 40,2 40,4 46,0 46,0 55,2 58,0 20

Item no. 

[TKD]

OEM - Ref. no. Snap CR min. 

[mm]

CR max. 

[mm]

SL 

[mm]

Hole-Ø 

[mm] min.

Hole-Ø 

[mm] max.

SW 1 

[mm]

SW 2 

[mm]

Outer-Ø 

[mm] D

H 

[mm]

PU 

[pcs]

T40000330 BMOS-11 16,0 5,0 10,0 9,0 16,2 16,4 22,0 22,0 26,5 44,5 50

T40000339 BMOS-12 20,0 6,0 12,0 9,0 20,2 20,4 24,0 24,0 30,3 43,5 50

T40000342 BMOS-EU-12 20,0 7,0 13,0 9,0 20,2 20,4 25,0 25,0 30,3 43,5 50

T40000348 BMOS-EU-13 25,0 11,0 17,0 9,0 25,2 25,4 29,0 29,0 36,3 45,5 25

T40000354 BMOS-EU-14 32,0 15,0 21,0 9,0 32,2 32,4 36,0 36,0 43,2 51,5 25

T40000360 BMOS-EU-15 40,0 19,0 28,0 13,2 40,2 40,4 46,0 46,0 55,2 58,0 20

Item no. 

[TKD]

OEM - Ref. no. Snap CR min. 

[mm]

CR max. 

[mm]

SL 

[mm]

Hole-Ø 

[mm] min.

Hole-Ø 

[mm] max.

SW 1 

[mm]

SW 2 

[mm]

Outer-Ø 

[mm] D

H 

[mm]

PU 

[pcs]

T40000332 BMOS-21 16,0 5,0 10,0 9,0 16,2 16,4 22,0 22,0 26,5 44,5 50

T40000341 BMOS-22 20,0 6,0 12,0 9,0 20,2 20,4 24,0 24,0 30,3 43,5 50

T40000344 BMOS-EU-22 20,0 7,0 13,0 9,0 20,2 20,4 25,0 25,0 30,3 43,5 50

T40000350 BMOS-EU-23 25,0 11,0 17,0 9,0 25,2 25,4 29,0 29,0 36,3 45,5 25

T40000356 BMOS-EU-24 32,0 15,0 21,0 9,0 32,2 32,4 36,0 36,0 43,2 51,5 25

T40000362 BMOS-EU-25 40,0 19,0 28,0 13,2 40,2 40,4 46,0 46,0 55,2 58,0 20

Item no. 

[TKD]

OEM - Ref. no. Snap CR min. 

[mm]

CR max. 

[mm]

SL 

[mm]

Hole-Ø 

[mm] min.

Hole-Ø 

[mm] max.

SW 1 

[mm]

SW 2 

[mm]

Outer-Ø 

[mm] D

H 

[mm]

PU 

[pcs]

T40000328 BMOS-DS-01 16,0 3,0 10,0 9,0 16,2 16,4 22,0 22,0 26,5 44,5 50

T40000334 BMOS-DS-02 20,0 5,0 12,0 9,0 20,2 20,4 24,0 24,0 30,3 43,5 50

T40000337 BMOS-EU-DS-02 20,0 3,0 13,0 9,0 20,2 20,4 25,0 25,0 30,3 43,5 50

T40000346 BMOS-EU-DS-03 25,0 8,0 17,0 9,0 25,2 25,4 29,0 29,0 36,3 45,5 25

T40000352 BMOS-EU-DS-04 32,0 11,0 21,0 9,0 32,2 32,4 36,0 36,0 43,2 51,5 25

T40000358 BMOS-EU-DS-05 40,0 16,0 28,0 13,2 40,2 40,4 46,0 46,0 55,2 58,0 20

Item no. 

[TKD]

OEM - Ref. no. Snap CR min. 

[mm]

CR max. 

[mm]

SL 

[mm]

Hole-Ø 

[mm] min.

Hole-Ø 

[mm] max.

SW 1 

[mm]

SW 2 

[mm]

Outer-Ø 

[mm] D

H 

[mm]

PU 

[pcs]

T40000327 BMOS-DS-11 16,0 3,0 10,0 9,0 16,2 16,4 22,0 22,0 26,5 44,5 50

T40000333 BMOS-DS-12 20,0 5,0 12,0 9,0 20,2 20,4 24,0 24,0 30,3 43,5 50

T40000336 BMOS-EU-DS-12 20,0 3,0 13,0 9,0 20,2 20,4 25,0 25,0 30,3 43,5 50

T40000345 BMOS-EU-DS-13 25,0 8,0 17,0 9,0 25,2 25,4 29,0 29,0 36,3 45,5 25

T40000351 BMOS-EU-DS-14 32,0 11,0 21,0 9,0 32,2 32,4 36,0 36,0 43,2 51,5 25

T40000357 BMOS-EU-DS-15 40,0 16,0 28,0 13,2 40,2 40,4 46,0 46,0 55,2 58,0 20

Item no. 

[TKD]

OEM - Ref. no. Snap CR min. 

[mm]

CR max. 

[mm]

SL 

[mm]

Hole-Ø 

[mm] min.

Hole-Ø 

[mm] max.

SW 1 

[mm]

SW 2 

[mm]

Outer-Ø 

[mm] D

H 

[mm]

PU 

[pcs]

T40000329 BMOS-DS-21 16,0 3,0 10,0 9,0 16,2 16,4 22,0 22,0 26,5 44,5 50

T40000335 BMOS-DS-22 20,0 5,0 12,0 9,0 20,2 20,4 24,0 24,0 30,3 43,5 50

T40000338 BMOS-EU-DS-22 20,0 3,0 13,0 9,0 20,2 20,4 25,0 25,0 30,3 43,5 50

T40000347 BMOS-EU-DS-23 25,0 8,0 17,0 9,0 25,2 25,4 29,0 29,0 36,3 45,5 25

T40000353 BMOS-EU-DS-24 32,0 11,0 21,0 9,0 32,2 32,4 36,0 36,0 43,2 51,5 25

T40000359 BMOS-EU-DS-25 40,0 16,0 28,0 13,2 40,2 40,4 46,0 46,0 55,2 58,0 20

INDULINK® LOCK Cable Gland Click PA6 - Singel Seal, Grey - RAL 7001

INDULINK® LOCK Cable Gland Click PA6 - Single Seal, Lightgrey - RAL 7035

INDULINK® LOCK Cable Gland Click PA6 - Single Seal, Black - RAL 9005

INDULINK® LOCK Cable Gland Click PA6 - Double Seal. Grey - RAL 7001

INDULINK® LOCK Cable Gland Click PA6 - Double Seal, Lightgey - RAL 7035

INDULINK® LOCK Cable Gland Click PA6 - Double Seal, Black - RAL 9005
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Cable Glands - Polyamid

INDULINK® LOCK Cable Glands - Click PA6

Click - without thread
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