
Fire class. UL 94 V2

-40°C up to +130°C

APPLICATION

Divisible corrugated conduit systems are indispensable in energy
technology as well as mechanical and plant engineering. They
effectively protect electrical cables from environmental influences
and enable quick retrofitting thanks to their easy opening and
reusability. This saves time, extends the service life of components,
increases safety and minimizes downtime.

Our high-quality polypropylene offers a particularly attractive price-
performance ratio if resistance to fuels, technical greases or mineral
oils is not required.

SPECIAL FEATURES

-40°C to 130°C continuous operating temperature
150°C at short-term operating temperature
Flame class UL 94 V2
Non-flame-spreading in accordance with IEC EN 61386
Type B flammability according to FMVSS 302
Good flexural fatigue strength
Good impact resistance
Halogen and phosphorus-free in accordance with EN 53474

REMARKS

High-quality polypropylene with special heat stabilizer
Ideal for retrofitting or pre-assembled cables, easy to open and
close again
Post-installation or repair during maintenance in mechanical and
plant engineering
Reusable, environmentally friendly and cost-efficient
RoHS-compliant
Flame-retardant V2 according to UL94
Good mechanical properties
Very good resistance to weathering (UV radiation and moisture)
Very suitable as marten protection
Resistant to weak acids and diluted alkalis, fuels, alcohols and
mineral lubricants

PRODUCT DETAILS

Material PP MOD (Polypropylene modified)

Profile Fine profile

Color black

Temp. permanent min./max. [°C] -40 °C / +130 °C

Temp. temporarily min./max. [°C] +150 °C

Flame retardant acc. to IEC EN 61386, UL94, FMVSS 302

Halogen-free acc. DIN 53474

Oil resistance Resistant to mineral oils

UV resistance Very good at weathering with UV radiation and moisture

Divisible corrugated conduits - Polypropylene

INDULINK® GUARD C-CC DV PP MOD-UW
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Divisible corrugated conduits - Polypropylene

INDULINK® GUARD C-CC DV PP MOD-UW

ITEM OVERVIEW

Item no. 

[TKD]

OEM Ref. no. Nominal width 

[mm] NW

Inner-Ø 

[mm] ID

Outer-Ø 

[mm] D

PU 

[pcs]

T40000425 UW-Duoflex PP 8,5 sw. 8,5 6,2 11,2 50

T40000426 UW-Duoflex PP 10 sw. 10,0 7,9 12,9 50

T40000427 UW-Duoflex PP 12 sw. 12,0 10,3 15,8 50

T40000428 UW-Duoflex PP 14 sw. 14,0 13,2 18,7 50

T40000429 UW-Duoflex PP 17 sw. 17,0 13,9 21,0 50

T40000430 UW-Duoflex PP 20 sw. 20,0 20,0 25,7 50

T40000431 UW-Duoflex PP 23 sw. 23,0 20,5 28,3 50

T40000432 UW-Duoflex PP 29 sw. 29,0 26,6 34,5 25

T40000433 UW-Duoflex PP 36 sw. 36,0 32,0 41,8 25

T40000434 UW-Duoflex PP 48 sw. 48,0 43,0 54,2 25
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Fine profile, black
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