
for Profinet application

RJ45, Field Assembly, Cat.5e, metal housing

APPLICATION

as field assembly RJ45 Cat.5e connector for Profinet with metal
housing.

SPECIAL FEATURES

industrial-grade, robust metal housing (Advanced)
no individual parts to lose
quick and easy assembly
no special tools required
color-coded contact elements prevent assembly errors
insulation displacement connection technology
available as version with 180° (axial), 145°/35° or 90° cable outlet

REMARKS

for industrial applications
for Profinet, Modbus and EtherCAT
transmission rates up to 100 MBit/s
for Cat.5e, 2 pairs/4-core cable
for cable diameters: 6.2 mm to 6.7 mm
AWG24-22

PRODUCT DETAILS

Connector design RJ45

Number of contacts 4

Connector characterization Pins (male)

Colour code pin assignment PROFINET (YE,OR,WH,BL)

Strain relief Clamping lever

Termination method IDC (Insulation Displacement Contact)

for cable versions PROFINET

Cable outer-Ø min. [mm] 6,2

Cable outer-Ø max. [mm] 6,7

Conductor cross section min. (AWG) 24 AWG

Conductor cross section max. (AWG) 22 AWG

Conductor type Solid, Stranded /7, Stranded /19

Connectable cores 4

Interface type PROFINT

Transmission rate 100 Mbit/s

IP protection rating IP20

Temperature range min/max [°C] -30 °C / +70 °C

Transport & storage temp. min./max. [°C] -40 °C / +80 °C

RJ45 Connector - Advanced

INDULINK® DATACON RJ45 Profinet Cat.5e SI

Metal Advanced

DESIGN

INTERFACE PROPERTIES

MECHANICAL & DYNAMIC PROPERTIES

THERMAL PROPERTIES
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RJ45 Connector - Advanced

INDULINK® DATACON RJ45 Profinet Cat.5e SI

Metal Advanced

Approvals UL Recognized (UL61010-1 & UL61010-2-201)

STANDARDS & APPROVALS

ITEM OVERVIEW

Item no. 
[TKD]

Type Height 
[mm]

Length 
[mm]

Width 
[mm]

Weight 
[kg/1.000]

PU 
[pcs]

6502832 RJ45 PN Cat.5e Metal 180° 14,0 16,4 56,5 30,0 1

6502833 RJ45 PN Cat.5e Metal 90° 16,2 43,5 40,5 30,0 1

6502834 RJ45 PN Cat.5e Metal 145° 14,0 59,9 16,4 30,0 1
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INDULINK® DATACON RJ45 PN Cat.5e SI Metal ADV
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